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TECHNICAL NOTE 391L

SOME EXPERIMENTAL STUDIES OF PANEL FLUTTER
AT MACH NUMBER 1.3

By Maurice A. Sylvester and John E. Beker
SUMMARY

Experimental studies of panel flutter were conducted at & Mach num-
ber of 1.3 to verify the existence of this phenomenon and to study the
effects of some structural parameters on the flutter characteristics.
Thin rectangular metal plates were used in these studies and were mounted
as a section of the tunnel wall. Most of the data were obtained by using
aluminum-alloy panels, although a few steel, magnesium, and brass panels
were also used. Different materisls with various thicknesses and
lengths were used to determine the effect of these paremeters on panel
flutter. The experimental program consisted of three phases: (1) panels
clamped front and rear with temnsion, (2) initially buckled panels clamped
front and rear, and (3) buckled panels clamped on all four edges.

Panel flutter was obtained under controlled laboratory conditions
and 1t was found that, at the flow conditlons of these tests, increasing
tenslle forces were effective in eliminating flutter, as were short-
ening the panels or increaslng the bending stiffness. No epperent sys-
tematic trends in the flutter modes or frequencies could be observed,
and it is significant that the panel flutter sometimes involved higher
modes and frequencies. The presence of a pressure differential between
the two surfaces of a panel was observed to have a stabilizing effect.
Initially buckled panels were more susceptible to flutter than panels
without buckling. Buckled panels with all four edges clamped were much
less prone to flutter than buckled panels clamped front and rear.

INTRODUCT ION

Many of the early German V-2 rockets failed during flight after
entering the supersonic speed range. After 60 or 70 failures, the con-
clusion was finally reached that meny of these fallures were caused by
failure of the skin covering, and, moreover, it was conjectured that
the skin failures were due to & dynamic instability which was caused by
the air flow. This instability has been termed "panel flutter."

*Supersedes declassified NACA Research Memorandum L52I16 by
Maurice A. Sylvester and John E. Baker, 1952.
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Some simplified analyses of—the flutter of-a panel fastened front
and rear, with one surface exposed to a supersonic air stream, have
been made in references 1, 2, and 3., These anslyses are based on lin-
earized two-dimensional supersonic aerodynamic forces. In reference 1,
a static analysis is made to determine the condition at which static
equilibrium is no longer possible. This is assumed to be the flutter
condition. References 2 and 3 sought to determine the flutter condition
by means of the dynamic solution on the basis of quasl-stationary aero-
dynamic forces; the quasi-stationary forces, in phase with the veloclty,
which produce either positive or negative-damping, were not included in
the anslysis of reference 2 but were included in reference 3. In the
theorles of references 1, 2, and 3 buckled panels are consldered, with
reference 3 also including a solution for unbuckled panels. An analysis
of the flutter of panels fastened on all four edgés is not known to exist.

In spite-of the fact; however, that these simplified theoretical
treatments indicate the possibility of panel flutter and that the
V-2 fallures were eventually attributed to such flutter, no real proof
is known to exlst that flutter of this type could develop at supersonic
speeds. Some experimental studies of panel flutter have therefore been
conducted in the Langley supersonic flutter apparatus at a Mach number
of 1.3 to (1) verify the existence of panel flutter, (2) obtain some
data which msy be of use to designers, and (3) provide some date for any
possible correlation studies with theories. The experimental studles
wexre conducted with panels which were mounted to form a sectlion of-the
tunnel wall; therefore, only one surface of the panels was exposed to
the supersonic alrstream. In order to minimize the effect of a pressure
differential on the flutter data, the panels were tested with the static
pressure on opposite surfaces of the panels nearly equal, although some
tests were made with a finlite pressure differential. Since the Mach num-
ber, velocity, snd fluid density were fixed, the technique employed for
the- tests reported was to vary penel maeterial, thickness, and length at
verious conditions of tensile loading or initlel buckling in order to
define the flutter regions. The effects of both tensile loading and
buckling were studied on panels clamped front and rear, but various
amounts and kinds of buckling were studied using rectangulaxr panels
clamped on four edges as a means of estimating the status of panels for
more practical installations.

This paper consists of—a description of the test apparatus and
experimental techniques, the presentation of the flutter data in the
form of a nondimensional parameter showing the variatiocn of the flutter
regions with various tensile loads and amounts of buckling, and the pres-
entation of the cheracteristlcs of the flutter encountered under 4if-
ferent panel conditions.
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SYMBOIS
d meximum buckled deflection with no air flow
E Young's modulus of elasticity
I area moment of inertia per unit width of skin panel about

the neutral axis of skin

L length of panel in direction of flow

M Mach number

P panel flutter parameter, EE—LEE—:—E
pV2L3

o] fluid mass density

v stream veloclty

APPARATUS AND PROCEDURE

A description of the panels tested and the experimental techniques
used is presented as follows:

Test conditions.- The panel flutter studles were conducted at a
Mach number of 1.3 in the Langley supersonic flutter apparatus (see ref. L)
which is a blowdown supersonic tunnel operating from atmospheric pressure.
The flow density was 0.000918 slug per cubic foot and the velocity was
1413 feet per second. The stagnation temperature of the tunnel flow
was ebout 160° F and the temperature in the pressure equalizing chamber
was ebout 90° F. The tunnel-wall boundasry layer at the test section was
about 0.75 inch thick.

Panel models.- The panels were thin rectangular metal plates,
mounted so that one surface was exposed to the air stream. The tests
were divided into the following three phases:

(1) Panels clamped front and rear with tension
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(2) Panels clemped front and rear with initial buckling
(3) Panels clamped on sll four edges with initial buckling

In order to vary the bending stiffness, different materials and
thicknesses were used; most of the data were obtained using aluminum-
alloy panels, although some magnesium, steel, and brass penels were also
tested; the thickness ranged from 0.010 to 0. 064 inch. Specific panel
dimensions and materials are listed in columns 1 to 5 of each of the
three parts of table I, where these three parts refer, respectively,
to the three phases of-the test program. Although most-of the panels
were 11.62 inches long, some panels were ghortened to study effects of
length on the flutter characteristics. Panels clamped on four edges
were 9.62 inches wide, whereas the panels clamped front and rear were
8 inches wide.

Methods for mounting panels with tension or buckling.- The panels
were mounted in a side-well plate which was located in one slde of the
tumnel test section. A view of this assembly as seen through an opening
in the opposite side wall and showing a panel clamped on all four edges
is presented as flgure 1. A close up of this view, but with the panel
removed, is given in figure 2 and shows the panel clamps and the induc-
tion pickups which were used to measure panel deflections. A small
chamber behind the panels was provided to equalize the pressures on
both sides of-the panels. In order to accomplish this, the chamber was
sealed from the atmosphere and vented to the tunnel by means of the
holes indicated 1n figures 1 and 2.

The edges of the panel were securely clamped to the tunnel side-
wall plate in such a way that the clamped edges were flush with the
tunnel wall. For the case of penels clamped front and rear, the side
edges were allowed to move as free edges; for panels clamped on all
four sides, all the edges were, of course, held flush with the tunnel
wall. The overall clamping arrangement 1s shown in figures 1 and 2,
but & clearer indication of the method of clamping can be obtained
from figure 3 in which the panel is viewed from the back. The edges
of the panels were bent 30° and fastened to the clamping bracket—by
tightening screws through the beveled clamp. The clamping bracket was
fastened to the tunnel side-wall plate by the screws labeled "A." The
panels, which were clamped on four edges, utilized the same clamps on
2ll edges as those shown in figure 3 with the tension springs removed.

The technique of applying tension and compression forces can also
be shown with the aid of flgure 3. Before setting the conditions on
tension or initial buckling, the panels were first brought-up to the
temperature that would exlst during the test runs sc as to avold tem-
perature expansion effects. Then, for the tension tests, known amounts
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of tenslle forces were applied to the panels by meens of calibrated
springs lebeled "D"; for the buckled-panel studies, given amounts of
buckling were introduced by means of compression screws lasbeled "C'". In
the case of panels clamped front and rear, only buckled deflections of

the (1L - cosine) type could be developed; whereas, in the case of the
panels clamped on &ll four edges, the two types of buckled shapes illus-
trated in figure 4 could be formed. The buckle shape shown in figure 4(a)
is herein referred to as "simple" buckling whereas the buckle shape shown
in figure 4(b) is referred to as "complex" buckling.

Instrumentation.- Deflections of the panels were detected by induct-
ance pickups, with the .inductance being a function of the air-space
distance between the panel surface and the pickups. Seven plckups

were used for the full-length panels and +'hn1r were located 0.20 inch
wWEre usSeg Ior Taec AengTil panels anc tae WEere 10ca8ted L.z 1Inci

behind the panels at intervals of 1.5 inches along the longitudinal cen-
ter line (fig. 2). The pickups were particularly useful in that they
indicated both static and oscillatory panel deformations.

Static pressures of the tunnel flow and chamber pressures were meas-
ured by using quick-response strain-gage type pressure cells. These
pressures were used to compare the tunnel and chamber pressures, and the
tunnel pressure was used to compute Mach number by using isentropic=flow
theory.

The data were recorded as a function of time by a recording
osclllograph.

Testing technique.- Since the panel flutter studies were conducted
with constant flow conditions, the flutter boundarles were established
by varying the structural properties and test configurations of the
panels. In the first phase (panels clemped front and rear with tension),
the tensile stress in each panel was increased until flutter disappeared.
In the second phase (buckled panels clamped front and rear), the material,
thickness, length, and amount of buckling were changed to establish the
flutter boundery. In the third phase (buckled panels clamped on four
edges), the thickness, length, and amount of buckling were chenged and,
in addition, both simple and complex buckling modes were studied. In
this way, the effects of these two types of buckling on the panel
flutter characteristics were obtained.

RESULTS AND DISCUSSION

Interpretation of .flutter records and data presentetion.- Several
sample oscillograph records containing pickup and pressure-cell treaces
are shown in figure 5. Figure 5(a) shows a sample of the transient
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conditions present during the latter part—of-the tunnel acceleration as -
well as immediately after the flow has reached Mach number 1.3. The
records shown in figures 5(b) to 5(e) were taken after the transient con-
dition had died out and indicate the primery types of flutter obtalned.
These types of flutter will be discussed individually later in the
discussion.

The sudden rise 6f Mach number in the transonic speed range during
the acceleration to Mach number 1.3 causeés sudden transient forces on
the panels as shown in figure 5(a) at approximately time A. The tran-
sient condition often required as much as 0.5 second to subside (for
example, note the static deformation at plckups 1, 2, and 3 beyond
time A), and, for the sake of consistency, the flutter data were always
read after the transient condition had subsided, with only the following
exception: There were some cases where most of the chamber vents were
closed in order to produce greater pressures behind the panels over a
longer period of time. For these tests, the transient condition was —
the important part of the record in order to evaluate the effects of a .
pressure differentiasl on panel flutter characteristics.

Since the theory of panel flutter has not been fully developed, all
the significant parameters have not-been definitely established; there-
fore, the flutter data obtained from thesee tests are presented in terms

_EI\M2 - 1

of a "panel flutter parameter" defined as = ————, This param- *
pveL3 | .
eter includes the more slignificant aerodynamic and structural varlables .

and has been indicated in references 1, 2, and 3. It represents & non-
dimensional ratio of elastic to aerodynamic forces, the elastic forces
being proportional to EI/L3 and the aerodynamic faorces, on the basis

of linearized supersonic theory, being proportional to pVENM2 - 1. It
is possible that further experience with panel flutter may indicate that
the panel flutter parameter may be more usefully expressed by including
frequency terms. : = :

The flutter data, includling this flubtter parameter, are shown in col-
ums 6 to 8 in tables I(a) and I(b) and in columms 6 to 9 of table I(c).

Panels under tension, clamped front and rear.- The results of the
flutter tests on panels under tension clamped front and rear are presented
in figure 6, where the panel flutter parameter is plotted ageinst tensile
stress. As the value of P  is increased (increasing stiffness or
decreasing length) the tensile stress necessary to stop flutter becomes
less. At values of P greater than 0.0018, the panels did not flutter
at zero tensile stress.

The flutter oscillations for this group of panels usually occurred
in the form of a traveling wave as indicated by the Tact—that the maxinum
oscillatory deflections at consecutive stations occlirred at different .
times (for example, notethat the peak values of the consecutive pickup . _
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traces in fig. 5(b) occur st different times). The amplitude of the
flutter oscillations of panels with zero tensile stress increased some-
vhat with decreasing values of P and, for low values of this parameter
(that is, long panels or panels with low values of bending stiffness),
the flutter was very severe and often irregular in mode shape and fre-
quency (sometimes similar to the flutter in figs. 5(c), 5(d), or 5(e)).
The flutter amplitude was observed to decrease as the tenslle stress

in a panel was increased until, near the stable boundary, flutter gen-
erally. occurred as & mild, low-amplitude oscillation (fig. 5(b)). No
apparent trend was observed in the flutter frequencies which ranged
from 8% cps to 234 cps (table I(a), colummn 8). The flutter modes and
the high flutter frequencies obtained from the records indicated that
the panel flutter sometimes occurred in higher modes.

Buckled panels, clamped front and rear.- The results of the tesis
on buckled peanels clamped front and rear are plotted in the right-hand
part of figure 7. For comparison of panels having near zero buckling
with those having tensile loads, the flutter curve of figure 6 is
included on the left-hand side of this figure. Although the panels were
tested under various amounts of buckling, the flutter 4id not sppear to
be a function of the amount of buckling within the limits of the tests.
The flutter boundary for buckled panels clamped front and rear is there-
fore conservatively defined by the constant value of P which is approxi-
mately equal to 0.00420, above which no flutter was obtained. The region
immediately below this critical value of P contains flutter data as
well as some points showing absence of flutter.

No attempt was made to determine the compressive forces acting on
panels which were in compression but which had not buckled. Therefore,
in figure 7, zero buckling is teken as equivalent to zero tensile stress,
and the critical value of P 1is the same for both cases. The experi-~
ments indicate that the critical value of P (P = 0.0018) necessary
to prevent flutter of panels with no buckling jumps abruptly up to
P = 0.0042 ith the addition of a finite amount of buckling. Thus,
panels which had values of P between 0.0018 and 0.0042 were very
likely to change from & stable comdition to very violent filutter with
the addition of a small amount of buckling.

The three types of flutter most commonly encountered on buckled
panels clamped front and rear were:

(1) A low frequency oscillation (58 to 105 cps) consisting of an
"oil can" type of motion in which the movement of theé front portion of
the panel led that of the rear (fig. 5(c))

(2) A sinusoidal oscillation with higher fredquency and with motion
of the front and rear portions of the panel approximately 180° out of

phase (fig. 5(4))

(3) An irregular oscillation (fig. 5(e))
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Any or all of-the three types of flutter listed mlght-occur during any
given flutter test (see for example, fig. 5(d}). The flutter was gen-
erally very violent and was accompanied by considerable noise. The low-
frequency "oil can" type of motion essentially oscillated between the
two buckled extremities and had the largest amplifﬁde of any of the
types of flutter. The flutter frequencies are listed in table I(v),
column 8. 1

Buckled panels clamped on four edges.- The flutter results for
buckled panels clamped on four edges are shown in figure 8. The flutter
boundary did not appear to be a function of the amount of buckling within
the limits of the tests but was affected considersbly by the type of
buckling. A steble region is indicated in figure 8(a) for panels buckled
in a simple manner for P > 0.00015; whereas, figure-8(b) shows that,
for the same panels buckled in a complex menner, the critical value
of P is increased to approximately 0.00105. These results demonstrate
that 1t 1s possible to cause some panels that were flutter free vhen
buckled in & simple shape to flutter when buckled in a complex shape.
These results should be of practical significance since, in general, an
alrcraft panel might not be expected to buckle In a simple shape. The
flutter oscillations were generally lrregular es shown in figure 5(e).

The flutter frequenciles are listed in table I(c), column 9.

Pressure differentiasl.- Early in the experimental test program the
panels were oObserved to bulge somewhat into the alr stream, This indi- "
cated that there might be a small pressure differentlal acting on the o
panels, and pressure measurements confirmed this observation. (The
pressure differential measured was in the order of 0.1 pound per square
inch.) There is some indication that sufficient positive pressure behind
the panel will stop the flutter. This result is indicated by the tran-
sient portion of many of the flutter records {for exemple, fig. 5(a)).
The record_shows that flutter did not commence until most of-the excess
chamber pressure was relieved. This observation is substantiated by =
further experiments in which the period of positive chamber pressure -
was prolonged. The onset of flutter was delayed for a corresponding
period. .- - -

Comparlison of results.- The approximste experimental flutter bound-
aries presented in figures 7 and 8 are reproduced in figure 9 for the
purpose of comparing the results. Inm addition, the critical values
of P, as obtained in references 1, 2, and 3, are superpdsed on this
figure. The regions above the boundarles are stable; below, unstable.
The theoretical critical value of the flutter parameter for panels with
clamped edges as predicted by reference 1 is 0. 00’23’71;: whereas, the
experimental value for the same type of panel (buckled and clemped front )
and rear) is 0.00420. A reduction in the critical value of this param- .
eter to 0.00105 occurs. when panels are clamped on, four edges, instead
of front and rear, with the panels buckled in a complex manner. The
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critical value of P is still further reduced 1f the buckling is simple.
As pointed out previously, tensile forces also have a stabilizing effect
on panel flutter.

The theories of references 2 and 3 indicate that, for buckled panels
pilnned front and rear, the critical flutter parameter for Mach numbers
above V§‘is 0.00912. This value 1s shown, although the theory does not
apply to the Mach number at which these data were obtained. Miles, in
reference 3, found that, between Mach number 1 and {2, the aerodynamic
damping is always negative, thereby providing the condition which makes
flutter possible. This condition is similar to the f£indings of Garrick
and Rubinow in reference 5 for one-degree-of-freedom instability of wings
in this same Mach number range. The experimental results obtained at a
Mach number of 1.3, however, indicate that panels with a high enough
value of P can be flutter free even at supersonic Mach numbers less
than V2. The theoretical value of the critical panel flutter parameter
predicted by reference 3 for unbuckled, or flat, panels is shown in
figure 9, although this value is epplicable to Mach numbers in excess

of Vzi

The flutter boundaries in figure 9 are compared with theoretical
values although the Mach number at which the data were obtained is out-
side of the range for which the theories are valid. Some possible
reasons for these differences between theory and experiment are as
follows:

(1) The two-dimensional air forces, which were used in the theoret-
ical analyses, may not be adequate when applied to the panels of finite
aspect ratio which were fested.

(2) The experimental flutter frequencies were generally sbove the
range of frequencies for which the analyses masy be valid.

(3) The boundery layer present during the tests may alter the
flutter characteristics from those predicted by theory which neglects
boundary layer.

(4) The effect of the pressure differential, which was present
during the tests, is not included in the theories.

CONCLUSIONS

The results of this panel flutter investigation at a Mach number of
1.3 are presented for panels with clamped edges. The panels were studied
in three phases: (1) panels clamped front and rear with tension,
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(2) initisally buckled panels clamped front and rear, and (3) buckled
panels with all four edges clamped. These results indicate the fol-
lowing conclusions:

1. Panel flutter has been obtained at a Mach number of 1.3 under
controlled laboratory conditions. It was found that for panels with
tension, the flutter could be eliminated by applying sufficient tensile
locads to the panel, decreasing the length, or increasing the bending
stiffness. For buckled panels, the flutter could be eliminated by
decreasing the length or lncreasing the bendlng stiffness.

2. No apparent systematic trends in the flutter modes or frequencles
could be cbserved, and it—is signifiicant that the panel flutter sometimes
involved higher modes and frequencles. -

3. The presence of-a pressure differentisl between the two surfaces
of a panel has a stabilizing effect on the flutter tendencies.

L, Initial buckling in panels has an adverse effect on panel flutter
by causing the flutter of some panels which would otherwise be stable;
the amourit af buckling, however, does not appear to be significant.

5. Buckled panels with four edges clamped arée much less prone to
flutter than buckled panels clamped front and rear.

6. Panels with all four edges clamped having simple buckling (one
hump) are much less prone to flutter than psnels having complex buckling.

Langley Aeronautical Leboratory,
Nationel Advisory Committee for Aeronautics,
Langley Field, Va., September 18, 1952.
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TABLE I.- EXPERIMENTAL PANEL FLUTTER DATA AT A MACH NUMBER CF 1.3

(a) Panels with tension, clamped front and rear

1 2 3 L 5 6 7 8
. Bending Panel flutter | Tensile | plutter
Material Leggth, Higth’ Tth§iESS, Stiffness, parameter, stress, |frequency,
S M ’ 1b-in.2/in. P 1b/in.2 cps
11.62 8 0.011 1.11 b, 71 x 10-2 0 192
11.62 8 .011 1.11 L 71 2290 156, 11k
11.62 8 .011 1.11 L. 71 }580 . 210
11.62 8 .011 1.11 h.m 5730 No flutter
11.62 8 .016 3,40 147 0 156
11.22 g .016 3'11:8 13.7 1574 123
11.62 .016 3. 14,7 3150 1.
Algﬁm’m 11.62 | 8 .016 3,40 14,7 3030  |No flutter
oy 11.62 8 .018 .87 21,1 0 165
11.62 8 .018 k.87 21,1 T00 165
11.62 8 .018 4,87 2.1 1400 153
11.62 8 .018 4,87 21,1 2100 No flutter
11,62 8 .031 2h. 7 107.5 0 174
11.62 8 .031 2k, 7 107.5 46 |No flutter
11.62 8 .039 9.6 215.0 0 No flutter
11.62 8 .010 2.5 10.8 0 234
Steel 11.62 8 .OL7 12.6 54.8 0 17k, 84
11.62 8 L0117 12.6 54,8 T4 No flutter
11.62 8 ,031 23.2 293,0 0 Ro flutter
11.62 8 .032 7.7 76.8 0 170
Magnesiumy 7762 | 8 .032 17.7 76.8 393 |No flutter
Brass 11.62 8 .032 36.5 186.0 0 No flutter

SNAA
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PARTE Y.- EXPERIMENTAT, PANEI, FLOTTER DATA AT A MACH NUMBER OF 1.3 ~ Contloued

(b) Buckled pencle, clsmped front and rear

1 2 3 L3 5 6 T 8
Banding Fanal fintter Buckled Flutter
Meterial m’;f:h’ Hﬂf’h’ 'J.‘hic:.\:sa, etifiness, parameter, depth, frequancy,
1b-in.2/in, P 4/L cpe
1,62 8 0.031 2k, 7 107.5 x 109 ] 174
11.62 ] 031 2,7 107.5 004 86
11.6P 8 .031 2k, 7 107.5 010 86, 252
.62 8 031 24,7 107.5 .016 86, 243
9.81 8 ,031 28,7 178.0 .007 98
8.81 8 .031 2k, 7 246,0 008 58
g.gl g 5031 gt.'r 391.0 006 ™
.81 031 i 532.Q . ¥o fluiter
T 6.61 8 .031 2h.7 532.0 007 Yo flytter
6.81 8 .031 2k, 7 %32.0 L0153 Yo flutter
1.62 a .039 ig.6 215.0 0 ¥o futter
.6 8 .09 9.6 215.0 .00k T2
9,22 B .039 k9.6 430.0 .002 No Tutter
9.22 8 039 .6 430.0 009 Fo flutter
9,22 8 .03% k.6 430.0 .013 ¥o flutter
1.62 B .62 158.0 86h,0 ,003 ¥o flutter
.62 8 062 198.0 864.0 .007T ¥o flutter
11.62 8 .017 12.6 54,8 0 1Tk, Bh
.62 8 017 12,6 5k.8 .00k 98, 180
teel 1,62 8 017 12.6 54.8 .000 105
.62 8 .03 67.6 293.0 0 Fo fluttar
1.62 8 031 67.6 293.0 004 To flutter
11.62 a 031 61.6 293.0 LOLT Fo Tlutter
L.62 8 .032 17.7 76.8 0 170
11,62 B .032 17.7 16.8 .00k 9%
11.62 ] 032 17.7 17%.8 009 No flutter
Magresiom 11.62 ] .032 17.7 76.8 016 96, 246
11.62 8 .064 2.0 615.0 004 ¥o flntter
1.62 8 i 12,0 615,0 .00 Bo flutter
11.62 B .06k 1h2.0 615.0 .016 No Tlnther
1.62 a 032 k3.6 186.0 0 Fo flutter
n.62 B .032 h3 6 186.0 .003 * AP
11.62 8 ,032 - L6 186.0 .00k Fo flutter
Prass 1.62 B 032 M6 166.0 009 1Th
11.62 B 032 53,6 186,0 017 ¥o flutter
9.01 B 032 k3,6 310.0 .o02 ¥o flutier
9.81 8 .032 43,6 310.0 005 No flutter
9.01 8 032 43,6 310.0 .008 Ho flutter

HI6E NI VOWN
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TABLE I.- EXPERIMENTAL PANEL, FLUTTER DATA AT A MACH RUMEER OF 1.3 - Concluded

(c) Buckled panels, clamped on four edges

1 2 y 5 6 7 8 9
Bending {Panel flutter |Buckled Flutter
Material Leﬁth’ in ThicﬁGSS, stiffness, | parameter, depth, %ﬁ;lgig frequency,
. : *  |ib~in.2fin. P d¢/L cps
11.62 | 9.62 0.011 1.11 4,71 x 10~5] 0.009 20k
10.62 | 9.62 .011 1.11 6.25 . . 009 195
9.72 | 9.62 L011 1.11 8.15 .005 1Th
L2 | 9.62 .011 1,11 7.3 . 005 No flutter
Alumimm| 11.62 | 9.62 .016 3.% 1.7 004 |4 £orm 175
alloy | 11.62 | 9.62 .016 3.40 1h.7 . 004 No flutter
11.62 | 9.62 .016 3.40 I . 009 No flutter
9.72 | 9.62 .016 3.40 25.2 .005 No flutter
11.62 | 9.62 .018 4,87 21.1 .00k No flutter
11.62 | 9.62 .031 2L 7 107.5 .009 No flutter
Y72 | 9.62 .011 1.11 7.3 .C05 259
Alumiomm| 9.72 | 9.62 .016 3.40 25.2 .005 Non- 210
alloy | 11.62 | 9.62 .018 4.87 21.1 .004 |uniform 136
11.62 | 9.62 .031 2k, 70 1107.5 .00k No flutter
‘@:7

"t
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Figure 1.- Tunnel test section showing panel installed in the side-~wall -
n

plate as seen through an opening in the opposlte side wall.
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[N}

Figure 2.- Closeup view of the side-wall plate showlng locatlion of induction pickips and

beveled clamps,.
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A Clamping bracket screws
B Tension screws
c Compression screws .
D Tension screws with calibrated springs

Clambing bracket

UG-

QB
(@]

".

Wi <~

Tunnel side-wall plate

Beveled clamp

Figure 3.- Detail of the panel clamping arrangement.
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(a) Simple.
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(b} Complex

Figure 4,- Illustration of simple and complex buckling of a panel
fastened on four edges.
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Figure 5.- Sample flutter records showing some of the various types of
' flutter modes obtained
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Figure 5.- Continued.
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Figure 5.- Concluded. L-76118
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540 Panel Material
" o Aluminum alloy
O Steel
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Figure 6.~ Effect of tensile stress on the flutter of panels clamped
front and rear. Symbols with flags indicate no flutter.
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Figure T.- FPlutter results of buckled panels clamped front and rear.
Symbols with flags indicate no flutter.
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(a) Simple buckling. (b) Complex buckling.

Figure 8.- Flutter results of buckled alumimm-alloy panels with four edges clamped. Symbols
with flags indicate no flutter.
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Figure 9.- Comparison of the critical values of the panel flutter
parameter at M = 1.3.
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